GLOBAL VENDING 


TECHNICAL INFORMATION 


Machine 
Type 


Astro 


Model 


All 


T.I. Number: 04110103UKSD 


Date: November 2004 


Part numbers 


N/a 


Approved 
By Italy 


Subject 


ISSUED FOR CUSTOMER 


Cup settling time, setting of the parameter 


ACTION 


INFORMATION 


The cup settling parameter is adjusted using the program TECN>2.3.8, Cup settHng time, see below. 

Enter technicians programming. 
Press ^ to go to Tecn> 2 Set Parameters. 
Press to enter. 

Press ^ to go to Tecn> 2.3 Machine settings. 
Press to enter. 

Press ^ to go to Tecn> 2.3.8. Cup settling time. 
Press ^ to enter. ^ ^ if^r^ 


Displsy 
LCD. 


TECH > 2.3.8 

Cup settling time 


TECH > 2.3.8 

Cup rotation time 
Time in tenths of a sec. 

## 


roll i^B 


lolC 


loll 


The cup settling time is applied, once the cups are transferred into the cup rings from the turret 

Due to the physical differences between different makes of cup, there is a need for the cup turret to continue 
rotating once the cup empty switch is operated 

This allows for the stack of cups to stop in a fully vertical position above the cup rings and therefore, to drop 
correctly 

The standard setting is 16 = 1 .6 seconds 

There is a possible adjustment from 01 
to 50 = 0.1 second to 5 seconds 

The time needs to be adjusted so that the cup 
column stops in a vertical position above the 
cup rings when loaded with a full stack of cups 

. Press ^ to go to change the cup settling time. 
. Press to save the setting. 
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